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Report Summary
Report Summary

 
The summary below consists of potentially significant findings. These findings can be a safety
hazard, a deficiency requiring a major expenses to correct or items I would like to draw extra
attention to. The summary is not a complete listing of all the findings in the report, and reflects the
opinion of the inspector. Please review all of the pages of the report as the summary alone does not
explain all the issues. All repairs must be done by a licensed &bonded trade or profession. I
recommend obtaining a copy of all receipts, warranties and permits for the work done.
Kitchen
Page 19 Item: 24 GFCI • Kitchen area: No GFCI protection present, suggest installing

GFCI protected receptacles for safety.
Heat/AC
Page 24 Item: 4 Venting • SAFETY CONCERN: Boiler system near the cedar closet:

The vent pipe has holes and parts of it is corroded.  This can
allow deadly gases to escape into the interior of the house.
Recommend having a qualified contractor evaluate and repair
as necessary.

Garage
Page 28 Item: 2 Walls • The rear wall has a long horizontal crack near the top. This

is probably being caused by the hydrostatic pressure of the
soil behind it.  The crack is not significant at this point.
However, the crack will only become worse over time if the
cause of the crack is not addresses.  Proper water run-off
mitigation and drainage may help reduce the pressure being
exerted on this wall from the soils.  Recommend having a
qualified contractor evaluate and repair as necessary.

Roof
Page 35 Item: 3 Chimney • Brick chimney: Cracked flue liner observed.  See photo.

• A portion of the top of the rear brick chimney may need to be
rebuilt due to significant mortar and brick failure.  See photos.
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We appreciate the opportunity to conduct this inspection for you!   Please carefully read your entire
Inspection Report.  Call us after you have reviewed your report, so we can go over any questions
you may have.  Remember, when the inspection is completed and the report is delivered, we are still
available to you for any questions you may have, throughout the entire closing process.
Properties being inspected do not "Pass" or "Fail.” -  The following report is based on an inspection
of the visible portion of the structure; inspection may be limited by vegetation and possessions. 
Depending upon the age of the property, some items like GFI outlets may not be installed; this
report will focus on safety and function, not current code. This report identifies specific non-
code, non-cosmetic concerns that the inspector feels may need further investigation or repair. 
For your safety and liability purposes, we recommend that licensed contractors evaluate and repair
any critical concerns and defects.  Note that this report is a snapshot in time. We recommend
that you or your representative carry out a final walk-through inspection immediately before
closing to check the condition of the property, using this report as a guide.  
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Inspection Details 
1. Attendance

In Attendance: Client present • Owner present. • Agent present

2. Home Type
Home Type: Single Family Home • Two story house.

3. Occupancy
Occupancy: Occupied - Furnished: Heavy volume of personal and household
items observed.

4. Additional Information
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Interior Areas 
The Interior section covers areas of the house that are not considered part of the Bathrooms,
Bedrooms, Kitchen or areas covered elsewhere in the report. Interior areas usually consist of
hallways, foyer, and other open areas. Within these areas the inspector is performing a visual
inspection and will report visible damage, wear and tear, and moisture problems if seen. Personal
items in the structure may prevent the inspector from viewing all areas on the interior.
 
The inspector does not usually test for mold or other hazardous materials. A qualified expert should
be consulted if you would like further testing.

1. Bar
Good Fair Poor N/A None

X X

2. Cabinets
Good Fair Poor N/A None

X X

3. Ceiling Fans
Good Fair Poor N/A None

X
Observations:
• Operated normally when tested, at time of inspection.

4. Closets
Good Fair Poor N/A None

X

5. Door Bell
Good Fair Poor N/A None

X
Observations:
• Operated normally when tested.

6. Doors
Good Fair Poor N/A None

X

7. Electrical
Good Fair Poor N/A None

X
Observations:
• The majority of grounded receptacles , were tested and found to be wired
correctly.

8. Security Bars
Good Fair Poor N/A None

X X

9. Smoke Detectors
Good Fair Poor N/A None

X
Observations:
• Testing of smoke detectors is not included in this inspection.  Pushing the
"Test" button only verifies that there is power at the detector--either a battery
or hard wired to the house power--and not the operational workings of the
detector. The operational check is done by filling the sensor with smoke and
is beyond the scope of this inspection. Battery operated smoke alarms
should be checked routinely and the batteries changed frequently.
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10. Stairs & Handrail
Good Fair Poor N/A None

X

11. Window-Wall AC or Heat
Good Fair Poor N/A None

X
Observations:
• Did not operate the window air conditioning unit. Operation of this type of
unit is beyong the scope of this inspection.

12. Ceiling Condition
Good Fair Poor N/A None

X

13. Patio Doors
Good Fair Poor N/A None

X
Observations:
• The hinged patio door was functional during the inspection.

14. Screen Doors
Good Fair Poor N/A None

X
Observations:
• Security screen door present and functional.

15. Wall Condition
Good Fair Poor N/A None

X
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16. Fireplace
Good Fair Poor N/A None

X
Materials: Living Room
Observations:
• Living room fireplace: Small cracks and missing mortar inside the firebox.
See photo.  Recommend having a qualified contractor evaluate and repair.
• Creosote is black or brown in appearance. It can be crusty and flaky…tar-
like, drippy and sticky…or shiny and hardened. Often, all forms will occur in
one chimney system. Whatever form it takes, creosote is highly combustible.
If it builds up in sufficient quantities – and the internal flue temperature is high
enough – the result could be a chimney fire.  Certain conditions encourage
the buildup of creosote. Restricted air supply, unseasoned wood and, cooler
than normal chimney temperatures are all factors that can accelerate the
buildup of creosote on chimney flue walls. Air supply may be restricted by
closing the glass doors, by failing to open the damper wide enough, and the
lack of sufficient make-up air  to move heated smoke up the chimney rapidly
(the longer the smoke’s “residence time” in the flue, the more likely is it that
creosote will form). A wood stove’s air supply can be limited by closing down
the stove damper or air inlets too soon or too much. Burning unseasoned
wood – because so much energy is used initially just to drive off the water
trapped in the cells of the logs– keeps the resulting smoke cooler, than if
seasoned wood is used. In the case of wood stoves, overloading the firebox
with wood in an attempt to get a longer burn time also contributes to creosote
buildup.
• When a chimney fire occur in masonry chimney – whether the flue is an
older, unlined type or tile lined to meet current safety codes – the high
temperatures at which they burn (around 2000°F) can “melt mortar, crack
tiles, cause liners to collapse and damage the outer masonry material”.  Most
often, thermal shock occurs and tiles crack and mortar is displaced, which
provides a pathway for flames to reach the combustible wood frame of the
house. This event is extremely dangerous.

Main fireplace first floor living room:  missing
mortar in the fire box

Main fireplace first floor living room: creosote
buildup inside the flue
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This is the fireplace that has a significant amount of creosote buildup in the flue
17. Window Condition
Good Fair Poor N/A None

X
Materials: Wood framed double hung windows noted.
Observations:
• All window tested were functional.
• In accordance with InterNACHI Standards, we do not test every window in
the house, and particularly if it is furnished. We do test every unobstructed
window in every bedroom to ensure that at least one provides and
emergency exit.
• Some of the older windows are not energy efficient.

18. Floors
Good Fair Poor N/A None

X
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Bedrooms 
The main area of inspection in the bedrooms is the structural system. This means that all walls,
ceilings and floors will be inspected. Doors and windows will also be investigated for damage and
normal operation. Personal items in the bedroom may prevent all areas to be inspected as the
inspector will not move personal items.

1. Locations

2. Cabinets
Good Fair Poor N/A None

X X

3. Ceiling Fans
Good Fair Poor N/A None

X

4. Closets
Good Fair Poor N/A None

X
Observations:
• The closet is in serviceable condition.

5. Doors
Good Fair Poor N/A None

X
Observations:
• Doors are functional.

6. Electrical
Good Fair Poor N/A None

X
Observations:
• The majority of grounded receptacles were tested and found to be wired
correctly, except where noted in the photos.

Master bedroom:  outlet on the one wall did not work when tested
7. Fireplace
Good Fair Poor N/A None

X
Materials: Master
Materials: Masonry fireplace noted.
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8. Floor Condition
Good Fair Poor N/A None

X

9. Security Bars
Good Fair Poor N/A None

X X

10. Smoke Detectors
Good Fair Poor N/A None

X
Observations:
• Smoke detectors noted throughout the house.
• Testing of smoke detectors is not included in this inspection.  Pushing the
"Test" button only verifies that there is power at the detector--either a battery
or hard wired to the house power--and not the operational workings of the
detector. The operational check is done by filling the sensor with smoke and
is beyond the scope of this inspection. Battery operated smoke alarms
should be checked routinely and the batteries changed frequently.

11. Wall Condition
Good Fair Poor N/A None

X

12. Window-Wall AC or Heat
Good Fair Poor N/A None

X
Observations:
• Did not operate the window air conditioning unit. Operation of this type of
unit is beyong the scope of this inspection.

13. Window Condition
Good Fair Poor N/A None

X
Materials: Wood framed double hung window noted.
Observations:
• All the windows tested were functional.
• In accordance with InterNACHI Standards, we do not test every window in
the house, and particularly if it is furnished. We do test every unobstructed
window in every bedroom to ensure that at least one provides and
emergency exit.

14. Ceiling Condition
Good Fair Poor N/A None

X X
Observations:
• Master bedroom:  some of the taped drywall seams are coming apart.
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2nd floor master bedroom: drywall tape peeling 2nd floor master bedroom: drywall tape peeling
15. Patio Doors
Good Fair Poor N/A None

X X

16. Screen Doors
Good Fair Poor N/A None

X X
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Bathroom 
Bathrooms can consist of many features from jacuzzi tubs and showers to toilets and bidets.
Because of all the plumbing involved it is an important area of the house to look over. Moisture in the
air and leaks can cause mildew, wallpaper and paint to peel, and other problems. The home
inspector will identify as many issues as possible but some problems may be undetectable due to
problems within the walls or under the flooring..

1. Locations
Locations: Bathrooms located:one on the first floor and 3 on the 2nd floor.

2. Cabinets
Good Fair Poor N/A None

X
Observations:
• No deficiencies observed, except where noted in the photo.

2nd floor drop down bathroom: left side base cabinet door needs adjustment/repair
3. Ceiling Condition
Good Fair Poor N/A None

X

4. Counters
Good Fair Poor N/A None

X

5. Doors
Good Fair Poor N/A None

X
Observations:
• No major system safety or function concerns noted at time of inspection.

6. Electrical
Good Fair Poor N/A None

X
Observations:
• No major system safety or function concerns noted at time of inspection.
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2nd floor hallway bathroom:  outlet is too close to the shower area where water definitely splashes at
times onto this wall area.

7. GFCI
Good Fair Poor N/A None

X
Observations:
• GFCI in place and operational

8. Exhaust Fan
Good Fair Poor N/A None

X
Observations:
• The bath fan was operated and no issues were found.  However, it is not
clear where some of the bathroom exhaust fans are terminating.
• It appears that several of the bathroom exhaust fans may terminate in the
attic or into the soffit system. This can cause a buildup of moisture and
eventually mold in the attic. Recommend directing the vent towards the
exterior to allow for proper ventilation.  Recommend having a qualified
contractor trace where the bathroom fans are terminating and make any
corrections necessary.

2nd floor bathroom exhaust fan is being terminated into the soffit system
9. Floor Condition
Good Fair Poor N/A None

X



  Distinguished Home Inspections, LLC 50 Compound Drive, Mountainview, PA

Page 13 of 65

10. Heating
Good Fair Poor N/A None

X

11. Mirrors
Good Fair Poor N/A None

X

12. Plumbing
Good Fair Poor N/A None

X
Observations:
• S traps present- these may cause dry traps, slow drains or loud drainage.
• The reason “S” traps aren’t allowed is because they have the potential to
suck, or ‘siphon’, water out of the trap as the water flows down the drain.  On
a properly installed “P” trap, there is a vent at the same place the drain turns
downwards, which breaks the siphon.  In other words, the vent prevents
water from getting sucked out of the trap.  How much water can get sucked
out of the trap?  Believe it or not, enough water to break the water seal at the
trap and let sewer gases come in to the house.

2nd floor drop-down bathroom:  improper s-trap 2nd floor hallway bathroom:  improper s-trap
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2nd floor hallway bathroom: water stains and
damage noted inside the bathroom sink base

cabinet

2nd floor claw tub bathroom:  improper s-trap

13. Security Bars
Good Fair Poor N/A None

X X

14. Showers
Good Fair Poor N/A None

X X
Observations:
• functional
• 2nd floor hallway bathroom: Water spray from the shower has caused
damage to the wall.  See photo.

2nd floor hallway bathroom: wall damage from the shower water
15. Shower Walls
Good Fair Poor N/A None

X
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16. Bath Tubs
Good Fair Poor N/A None

X
Observations:
• Tub
• Operable  and functioning at time of inspection

17. Enclosure
Good Fair Poor N/A None

X X

18. Sinks
Good Fair Poor N/A None

X
Observations:
• No deficiencies observed.

19. Toilets
Good Fair Poor N/A None

X
Observations:
• 0bserved as functional and in good visual condition.

20. Window Condition
Good Fair Poor N/A None

X
Materials: Wood framed double hung window noted. • Wood framed
casement window noted.
Observations:
• The casement windows in the bear claw bathtub bathroom were difficult to
open.  I could not open the one window.  This may be due to the fact they
have not been opened in awhile.

21. Wall Condition
Good Fair Poor N/A None

X
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Kitchen 
The kitchen is used for food preparation and often for entertainment. Kitchens typically include a
stove, dishwasher, sink and other appliances.

1. Cabinets
Good Fair Poor N/A None

X
Observations:
• No deficiencies observed on all kitchen cabinets.

2. Counters
Good Fair Poor N/A None

X

3. Dishwasher
Good Fair Poor N/A None

X
Observations:
• Operated.

4. Doors
Good Fair Poor N/A None

X
Observations:
• No major system safety or function concerns noted at time of inspection.

5. Garbage Disposal
Good Fair Poor N/A None

X X

6. Microwave
Good Fair Poor N/A None

X
Observations:
• The microwave has significant amount of rust on the inside.

Observe rust on the inside of the microwave
7. Cook top condition
Good Fair Poor N/A None

X
Observations:
• Gas cook top noted.
• The burners did not operate properly when tested.
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8. Oven & Range
Good Fair Poor N/A None

X
Observations:
• Oven: Propane gas burners
• Oven(s) operated when tested.

9. Sinks
Good Fair Poor N/A None

X
Observations:
• Both kitchen Faucets leak at base when turned on.   See photo.

Both kitchen sink faucet handles leaked when turn on
10. Drinking Fountain
Good Fair Poor N/A None

X X

11. Spray Wand
Good Fair Poor N/A None

X
Observations:
• The spray wand was operated and was functional.

12. Hot Water Dispenser
Good Fair Poor N/A None

X X

13. Soap Dispenser
Good Fair Poor N/A None

X X

14. Trash Compactor
Good Fair Poor N/A None

X X

15. Vent Condition
Good Fair Poor N/A None

X
Materials: Exterior Vented
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16. Window Condition
Good Fair Poor N/A None

X
Materials: Wood framed single hung window noted.

17. Floor Condition
Good Fair Poor N/A None

X

18. Plumbing
Good Fair Poor N/A None

X
Observations:
• S traps present- these may cause dry traps, slow drains or loud drainage.

Kitchen sinks:  improper s-trap configurations in
the drain pipe

Kitchen sink left of stove:  corrosion noted on the
one water supply line

Kitchen sinks:  improper s-trap configurations in
the drain pipe

Side entrance utility sink:  Improper s-trap

19. Ceiling Condition
Good Fair Poor N/A None

X



  Distinguished Home Inspections, LLC 50 Compound Drive, Mountainview, PA

Page 19 of 65

20. Security Bars
Good Fair Poor N/A None

X X

21. Patio Doors
Good Fair Poor N/A None

X X

22. Screen Doors
Good Fair Poor N/A None

X X

23. Electrical
Good Fair Poor N/A None

X
Observations:
• No major system safety or function concerns noted at time of inspection.

24. GFCI
Good Fair Poor N/A None

X X
Observations:
• Kitchen area: No GFCI protection present, suggest installing GFCI
protected receptacles for safety.

None of the outlets in the kitchen are GFCI protected
25. Wall Condition
Good Fair Poor N/A None

X
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Laundry 
1. Locations

Locations: Basement

2. Cabinets
Good Fair Poor N/A None

X X

3. Counters
Good Fair Poor N/A None

X X

4. Dryer Vent
Good Fair Poor N/A None

X X
Observations:
• The dryer vent pipe has some very tight bends.  Consider eliminating the
tight bends and having bends that are no greater than 90 degrees.  The
fewer bends the vent piping has the less chance of lint building up inside the
pipe and potentially causing a fire hazard condition.

Tight bend in the dryer vent hose.
5. Electrical
Good Fair Poor N/A None

X

6. GFCI
Good Fair Poor N/A None

X
Observations:
• No GFCI protection present, suggest installing GFCI protected receptacles
for safety.

7. Exhaust Fan
Good Fair Poor N/A None

X X



  Distinguished Home Inspections, LLC 50 Compound Drive, Mountainview, PA

Page 21 of 65

8. Gas Valves
Good Fair Poor N/A None

X X

9. Wash Basin
Good Fair Poor N/A None

X X

10. Floor Condition
Good Fair Poor N/A None

X
Materials: Bare concrete floors noted.

11. Plumbing
Good Fair Poor N/A None

X

12. Wall Condition
Good Fair Poor N/A None

X

13. Ceiling Condition
Good Fair Poor N/A None

X
Materials: No finished ceiling.

14. Security Bars
Good Fair Poor N/A None

X X

15. Doors
Good Fair Poor N/A None

X X

16. Window Condition
Good Fair Poor N/A None

X X
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Heat/AC 
The heating, ventilation, and air conditioning and cooling system (often referred to as HVAC) is the
climate control system for the structure. The goal of these systems is to keep the occupants at a
comfortable level while maintaining indoor air quality, ventilation while keeping maintenance costs at
a minimum. The HVAC system is usually powered by electricity and natural gas, but can also be
powered by other sources such as butane, oil, propane, solar panels, or wood.
 
The inspector will usually test the heating and air conditioner using the thermostat or other controls.
For a more thorough investigation of the system please contact a licensed HVAC service person.

1. Heater Condition
Good Fair Poor N/A None

X
Materials: Oil-fired boiler system.
Observations:

The boiler near the hot water heater was manufactured in 1993(23 years
old). Could not determine when the boiler near the cedar closet was
manufactured, but it probably is around the same time as the boiler near the
hot water heater.

Boiler near cedar closet: The discharge tube at the boiler's relief valve is
missing. This is a potential scalding concern as water can discharge
improperly. Recommend installing the proper type of relief extension to
discharge within 6 to 8” from the floor.

Recommend having a qualified HVAC contractor evaluate and service the
entire boiler systems(both) on an annual basis and before the beginning of
the next cold weather season.  Have the technician inspect and clean the fire
box and the entire venting system.  Repair any leaking/faulty valves and
pipes.

Boiler near hot water heater: Corrosion on the
turn-off valve for expansion tank

Boiler near hot water heater:some corrosion noted
on some of the turn-off valves for the boiler
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Boiler near basement cedar closet: Boiler near basement cedar closet:  leaking pipe
above expansion tank.

2. Heater Base
Good Fair Poor N/A None

3. Enclosure
Good Fair Poor N/A None

4. Venting
Good Fair Poor N/A None

X X
Observations:
• IMPROVE: Add a new flue liner and cap when a new furnace is installed.
• The chimney clean out box for the boiler's vent flue is partially clogged.
Recommend having a qualified contractor inspect and clean all chimney flues
prior to the start of the cold weather season.
• SAFETY CONCERN: Boiler system near the cedar closet: The vent pipe
has holes and parts of it is corroded.  This can allow deadly gases to escape
into the interior of the house.  Recommend having a qualified contractor
evaluate and repair as necessary.



  Distinguished Home Inspections, LLC 50 Compound Drive, Mountainview, PA

Page 24 of 65

Boiler near basement cedar closet: This is the
view looking inside the clean-out door looking up
into the chimney where the boiler is vented into

Boiler near basement cedar closet: holes and
corrosion near the bottom of the vent pipe

Boiler near basement cedar closet: Stains on the
floor caused by the holes in the boiler's vent pipe

Boiler near the cedar closet: clean out box for
chimney needs to be cleaned out

5. Gas Valves
Good Fair Poor N/A None

6. Refrigerant Lines
Good Fair Poor N/A None

7. AC Compress Condition
Good Fair Poor N/A None

8. Air Supply
Good Fair Poor N/A None
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9. Registers
Good Fair Poor N/A None

10. Filters
Good Fair Poor N/A None

11. Thermostats
Good Fair Poor N/A None

12. Floor radiators
Good Fair Poor N/A None
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Water Heater 
1. Base
Good Fair Poor N/A None

X
Observations:
• The water heater base is functional.

2. Heater Enclosure
Good Fair Poor N/A None

X
Observations:
• The water heater enclosure is functional.

3. Combusion
Good Fair Poor N/A None

X
Observations:
• The water heater was off at the time of the inspection.

4. Venting
Good Fair Poor N/A None

X

5. Water Heater Condition
Good Fair Poor N/A None

X
Heater Type: Electric
Location: The heater is located in the basement.
Observations:
• Tank appears to be in satisfactory condition -- no concerns. It was shut off
at the time of the inspection.

rust build up on air valve for hot water heater
6. TPRV
Good Fair Poor N/A None

X
Observations:
• Appears to be in satisfactory condition -- no concerns.
• A Temperature Pressure Relief Valve (TPR Valve) present. This safety
valve releases water (and thus relieves pressure) if either the temp or
pressure in the tank gets too high. The TPR valve discharge tube must be
made of copper, iron, or CPVC (NOT regular PVC). It must terminate within
6" above the floor--the end cannot be threaded or have a fitting.
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7. Number Of Gallons
Good Fair Poor N/A None

X

8. Gas Valve
Good Fair Poor N/A None

X

9. Plumbing
Good Fair Poor N/A None

X
Materials: Copper
Observations:
• No deficiencies observed at the visible portions of the supply piping.

10. Overflow Condition
Good Fair Poor N/A None

X
Materials: Copper
Observations:
• The extension at the water heater relief valve over flow tube is not correctly
installed. It should be within 6 inches of the floor. This is a potential scalding
concern as water can discharge improperly. Recommend installing the
proper type of relief extension to discharge within 6 to 8” from the floor. The
discharge tube should be a minimum of 3/4 inch diameter and not threaded
at the end.

TPR valves overflow line should terminate within 6 inches of the floor
11. Strapping
Good Fair Poor N/A None

X X
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Garage 
1. Roof Condition
Good Fair Poor N/A None

X
Materials: Asphalt shingles noted.
Observations:
• Moss on roof. This can lead to the premature failure of the roof and
subsequent leaks. Recommend treating moss during its growing season (wet
months) with a moss killer. For information on various moss treatment
products and their pros and cons, visit
http://bryophytes.science.oregonstate.edu/page24.htm.
• The majority of the garage roof is in fair condition with another 5-7 years of
life left.  However, the left rear portion of the roof is covered with a moderate
amount of moss.  If not removed the moss will shorten the life span of the
roof shingles.

Roof shingles on the right rear corner are in poor condition.
2. Walls
Good Fair Poor N/A None

X
Observations:
• The rear wall has a long horizontal crack near the top. This is probably
being caused by the hydrostatic pressure of the soil behind it.  The crack is
not significant at this point.  However, the crack will only become worse over
time if the cause of the crack is not addresses.  Proper water run-off
mitigation and drainage may help reduce the pressure being exerted on this
wall from the soils.  Recommend having a qualified contractor evaluate and
repair as necessary.
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Detached garage:  very mild wood deterioration
noted near the bottoms of the exterior wood trims

Detached garage rear wall:  long horizontal crack
near the top of the wall

Detached garage: due to the slope of the land behind the garage water run-off is directed to the rear
of the garage, which is causing tremendous pressure on the rear wall of the garage

3. Anchor Bolts
Good Fair Poor N/A None

X X

4. Floor Condition
Good Fair Poor N/A None

X X
Observations:
• Some active water seepage observed in the rear of the garage along the
floor.
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Observed some active water stains on the floor in the rear of the garage
5. Rafters & Ceiling
Good Fair Poor N/A None

X
Observations:
• Engineered wood roof truss framing noted.
• Limited review due to finishing materials.

6. Electrical
Good Fair Poor N/A None

X

7. GFCI
Good Fair Poor N/A None

X

8. 240 Volt
Good Fair Poor N/A None

X X

9. Exterior Door
Good Fair Poor N/A None

X X

10. Fire Door
Good Fair Poor N/A None

X X

11. Garage Door Condition
Good Fair Poor N/A None

X
Materials: Two garage overhead doors.
Observations:
• No deficiencies observed.

12. Garage Door Parts
Good Fair Poor N/A None

X
Observations:
• The garage door appeared functional during the inspection.
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13. Garage Opener Status
Good Fair Poor N/A None

X
Observations:
• Chain drive opener noted.

14. Garage Door's Reverse Status
Good Fair Poor N/A None

X
Observations:
• Eye beam system present and operating.
• Garage vehicle door auto-reverse is operable.

15. Ventilation
Good Fair Poor N/A None

X

16. Vent Screens
Good Fair Poor N/A None

X X

17. Cabinets
Good Fair Poor N/A None

X X

18. Counters
Good Fair Poor N/A None

X X

19. Wash Basin
Good Fair Poor N/A None

X X

20. Windows
Good Fair Poor N/A None

X X
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Electrical 
1. Electrical Panel
Good Fair Poor N/A None

X X
Location: Basement.
Location: Located in basement. • Sub panel located in the detached garage.
Observations:
• No major system safety or function concerns noted at time of inspection at
the main panel box, except for the one sub-panel located in the
basement(see photo).  There is a significant amount of surface rust on the
bottom side of the sub-panel.  I could not remove the screw holding the front
cover in place to see if there is any rust or water issue on the inside of the
panel.  Recommend having a qualified electrician evaluate and make any
necessary repairs.  If water or condensation is getting on the inside of this
sub panel it could be an electrical shock hazard and possibly damage the
wiring and circuit breakers.

Sub panel that has significant amount of rust near
the bottom of the panel

Sub panel with rust:  could not remove the screw.
It may be rusted on

Sub panel that has significant amount of surface
rust.

Main disconnect switch and 200 amp service
panel.
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2. Main Amp Breaker
Good Fair Poor N/A None

X
Observations:
• 100 amp.
• 200 amp.

3. Breakers in off position
Good Fair Poor N/A None

X

4. Cable Feeds
Good Fair Poor N/A None

X

5. Breakers
Good Fair Poor N/A None

X
Materials: Copper non-metallic sheathed cable noted.
Observations:
• All of the circuit breakers appeared serviceable.

6. Fuses
Good Fair Poor N/A None

X
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As with all areas of the house, we recommend that you carefully examine the roof immediately prior
to closing the deal. Note that walking on a roof voids some manufacturer’s warranties.    Adequate
attic ventilation, solar / wind exposure, and organic debris all affect the life expectancy of a roof (see
www.gaf.com for roof info).  Always ask the seller about the age and history of the roof.  On any
home that is over 3 years old, experts recommend that you obtain a roof certification from an
established local roofing company to determine its serviceability and the number of layers on the
roof.  We certainly recommend this for any roof over 5 years of age. Metal roofs in snow areas often
do not have gutters and downspouts, as there is a concern that snow or ice cascading off the roof
may tear gutters from the house.  Likewise, be advised that such cascading may cause personal
injury or even death.  If this house has a metal roof, consult with qualified roofers or contractors
regarding the advisability of installing a damming feature which may limit the size and amount of
snow / ice sliding from the roof.  

http://www.gaf.com/
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Roof 
1. Roof Condition
Good Fair Poor N/A None

X
Materials: Roofing is the same as main structure.
Materials: Asphalt shingles noted.
Observations:
• Moss on roof. This can lead to the premature failure of the roof and
subsequent leaks. Recommend treating moss during its growing season (wet
months) with a moss killer. For information on various moss treatment
products and their pros and cons, visit
http://bryophytes.science.oregonstate.edu/page24.htm.
• The remaining roof's life span is approximately 7-10 years left.

Moss beginning to form on various parts of the roof
2. Flashing
Good Fair Poor N/A None

X

3. Chimney
Good Fair Poor N/A None

X X
Observations:
• See photos for areas of concern.
• Cracks in the concrete chimney cap observed.  Recommend having a
qualified contractor evaluate and repair as necessary.  Water can penetrate
the cracks and over time create more cracks and deteriorate the the brick
and mortar joints as well.
• The flashing around the perimeter of some of the chimneys needs to be
maintained so as not to allow water to penetrate to the inside of the house,
possibly causing damage.
• Due to build up of creosote in the rear chimney, I recommend having a
qualified chimney contractor thoroughly clean and further inspect the flue
liners.
• Brick chimney: Cracked flue liner observed.  See photo.
• A portion of the top of the rear brick chimney may need to be rebuilt due to
significant mortar and brick failure.  See photos.
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Front stone chimney:  Observed a few hairline
cracks in the grout lines.

All the chimney clean-outs need to be cleaned
out.

Rear brick chimney:  photo of chimney flue looking
up from the clean-out box

Front chimney:  crack in the cement parg near the
flue line

Chimney used by the coal stove:  failed flashing Chimney used by the coal stove: significant mortar
deterioration and loose bricks noted
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Fire hazard: Chimney used by the coal stove,
cracked flue liner

Living room chimney rear of house: crack in
cement apron

Living room chimney rear of house: Stone caps
are loose

Living room chimney rear of house: creosote
buildup on the inside of the flue liner
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Living room chimney rear of house: creosote
buildup on the underside of the chimney cap

Living room chimney rear of house: Flashing and
shingles are not laying flat.  Potential for a leak to

occur

Living room chimney rear of house: crack in
cement apron

This coal stove is vented into the rear brick clad
chimney

4. Sky Lights
Good Fair Poor N/A None

X X

5. Spark Arrestor
Good Fair Poor N/A None

X

6. Vent Caps
Good Fair Poor N/A None

X

7. Gutter
Good Fair Poor N/A None

X
Observations:
• No major system safety or function concerns noted at time of inspection.
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Attic 
1. Access
Good Fair Poor N/A None

X
Observations:
• Scuttle Hole located in 2nd floor hallway closet.
• Limited access in attic.  Able to inspect the attic from the attic scuttle hole
only due to no floor board in the attic to walk on.  It is not safe to walk in the
attic.

2. Structure
Good Fair Poor N/A None

X X
Observations:
• From what can be seen from the attic scuttle hole the underside of the older
portion of the house is in fair condition.  The roof rafters are undersized and
spaced far apart.  The newer portion of the house the rafter are of correct
size and correctly spaced apart.

Old attic portion of the house is in fair/good
condition.

Newer portion of the house.  Solid structure

The older portion of the house.  Note the undersized rafters and how far they are spaced apart



  Distinguished Home Inspections, LLC 50 Compound Drive, Mountainview, PA

Page 40 of 65

3. Ventilation
Good Fair Poor N/A None

X

4. Vent Screens
Good Fair Poor N/A None

X X

5. Duct Work
Good Fair Poor N/A None

X
Observations:
• None observed.

6. Electrical
Good Fair Poor N/A None

X
Observations:
• Most areas not accessible due to insulation and floor boards.
• All wiring should be properly secured to the framing.

7. Attic Plumbing
Good Fair Poor N/A None

X

8. Insulation Condition
Good Fair Poor N/A None

X
Materials: Fiberglass batts noted. • Loose fill insulation noted.
Depth: Insulation averages about 6-8 inches in depth
Observations:
• The loose fill insulation in the older portion of the attic is approximately 8
inches thick(r-24).  By today's standards that is considered insufficient.
Consider installing additional insulation to bring the R value up to at least R-
38.  Recommend having a qualified contractor evaluate all the insulation
levels and coverage throughout the attic.  Proper levels of insulation can
significantly lower both your heating and cooling costs, as well as increase
comfortability levels.
• According to today's standards there is inadequate amount of insulation in
the attic.  Consider adding additional insulation in the attic to help reduce the
home's energy costs.
• The loose fill insulation in the older portion of the attic is approximately 8
inches thick(r-24).  By today's standards that is considered insufficient.
Consider installing additional insulation to bring the R value up to at least R-
38.  Recommend having a qualified contractor evaluate all the insulation
levels and coverage throughout the attic.  Proper levels of insulation can
significantly lower both your heating and cooling costs, as well as increase
comfortability levels.

9. Chimney
Good Fair Poor N/A None

X X

10. Exhaust Vent
Good Fair Poor N/A None

X X
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11. Windows
Good Fair Poor N/A None

X X

12. Moisture Issues
Good Fair Poor N/A None

X

13. Smoke Detector
Good Fair Poor N/A None

X
Observations:
• Observed heat detector in the attic.
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Exterior Areas 
1. Doors
Good Fair Poor N/A None

X
Observations:
• Appeared in  functional and in satisfactory condition, at time of inspection.

2. Window Condition
Good Fair Poor N/A None

X
Observations:
• Mild wood deterioration noted on some of the basement exterior windows
wood framing and trim.  This is caused by rain water and snow accumulation.
Proper maintenance and repairs will prevent further deterioration. See
photos.
• For the age of the home, the majority of the exterior portion of the windows
are in fair to good condition.  Because the windows and trim are wood
constant maintenance is required.

Some wood deterioration noted near the bottoms
of the exterior window shutters where the rain

water splashes up on them or when snow is lying
on the ground

Wood deterioration noted on the bottom portion of
the basement window frames.  This is typically

caused from water splashing on them when
raining

Mild wood deterioration noted on some of the basement window exterior trim.
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3. Siding Condition
Good Fair Poor N/A None

X X
Materials: Wood siding, wood frame construction.
Observations:
• No major system safety or function concerns noted at time of inspection.
• Caulk and seal all gaps, cracks and openings.
• Any area where wood is in contact with stone, like around the chimneys,
require more frequent upkeep and maintenance so as not to deteriorate over
time.

Some wood deterioration noted where the wood
siding meets the chimney stone work.

Left exterior side of the house:  Mild wood
deterioration noted on the wood strip between the

stone patio and the bottom of the siding
4. Eaves & Facia
Good Fair Poor N/A None

X

5. Exterior Paint
Good Fair Poor N/A None

X

6. Stucco
Good Fair Poor N/A None

X X
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Grounds 
1. Driveway and Walkway Condition
Good Fair Poor N/A None

X
Materials: Dirt driveway noted.

2. Grading
Good Fair Poor N/A None

X
Observations:
• No major system safety or function concerns noted at time of inspection.
• Lot grading and drainage have a significant impact on the building, simply
because of the direct and indirect damage that moisture can have on the
foundation.  It is very important, therefore, that surface runoff water be
adequately diverted away from the home. Lot grading should slope away and
fall a minimum of one (1) inch every foot for a distance of six (6) feet around
the perimeter of the building.

3. Vegetation Observations
Good Fair Poor N/A None

X
Observations:
• Prune or remove any plants that are in contact or proximity to home to
eliminate pathways of wood destroying insects.  It is recommend to keep all
vegetation approximately 12 to 18 inches away from the house.

4. Gate Condition
Good Fair Poor N/A None

X
Observations:
• Fences and gates are NOT INCLUDED as part of a home inspection.
Recommend confirming that all fences and gates are in serviceable condition
before the close of escrow.

5. Patio and Porch Deck
Good Fair Poor N/A None

X X

6. Stairs & Handrail
Good Fair Poor N/A None

X X

7. Grounds Electrical
Good Fair Poor N/A None

X X
Observations:
• See photos.  There were a few outlets on the left side exterior of the home
that did not work.
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Rear of house near the dryer termination hood:  the outlet did not work when tested
8. GFCI
Good Fair Poor N/A None

X

Exterior outlets on the Left side of the house did
not work

Exterior outlets on the Left side of the house did
not work
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Left side of house:  the outlet on the stone patio
stone wall did not work properly

Exterior outlets on the Left side of the house did
not work

9. Main Gas Valve Condition
Good Fair Poor N/A None

X X

10. Plumbing
Good Fair Poor N/A None

X
Observations:
• Septic system noted.  Client is advised to seek the services of a specialist
in evaluating this system.  A septic inspection is not included in this
inspection.

11. Water Pressure
Good Fair Poor N/A None

X

12. Pressure Regulator
Good Fair Poor N/A None

X

13. Exterior Faucet Condition
Good Fair Poor N/A None

X X
Location: Three exterior faucets noted.
Observations:
• Two out of the 3 exterior spigots work.  See photo for the one that did not
work.
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Left side outdoor water spigot: no water came out when turned on.  It may have been shut off on the
inside.

14. Balcony
Good Fair Poor N/A None

X

15. Patio Enclosure
Good Fair Poor N/A None

X X

16. Patio and Porch Condition
Good Fair Poor N/A None

X X

17. Fence Condition
Good Fair Poor N/A None

X
Materials: Stone
Observations:
• Right side of house facing the old trout pond: Retaining wall is leaning.  See
photos.
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Right side wall is beginning to lean. Right side of house:  There has been some
movement in the stone walls.

18. Sprinklers
Good Fair Poor N/A None

X X

19. Other
Good Fair Poor N/A None

X X
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Basement/Crawlspace 
1. Walls
Good Fair Poor N/A None

X
Observations:
• No deficiencies were observed at the visible portions of the structural
components of the home.  The basement felt and smelled dry at  the time of
the inspection.  Humidity levels were 58%.
• A few small stains or evidence of moisture penetration observed. See
photos under the "Moisture issue" section.

2. Insulation
Good Fair Poor N/A None

X X
Observations:
• There was no insulation noted in the older portion of the basement.
• Insulation levels were adequate in the newer portions of the basement.

3. Windows
Good Fair Poor N/A None

X
Materials: Wood framed double hung window noted. • Wood framed awning
window noted.
Observations:
• Although the windows are old window, probably the original windows, they
were functional.  They are not energy efficient.

4. Plumbing Materials
Good Fair Poor N/A None

X
Materials: The sewer pipes and septic system inspection is not included in
this inspection.  Recommend having a qualified septic company evaluate the
entire system, including any holding tanks/septic pits, etc and septic fields
and lines. • Some of the water turn-off valves showed signs of corrosion and
may need to be replaced in the near future.
Observations:
• Copper
• PVC

Main water shut off valve:  deterioration noted
5. Basement Electric
Good Fair Poor N/A None

X
Observations:
• Missing outlet cover noted in the wine room.



  Distinguished Home Inspections, LLC 50 Compound Drive, Mountainview, PA

Page 50 of 65

Basement wine room: missing outlet cover
6. GFCI
Good Fair Poor N/A None

X

7. Access
Good Fair Poor N/A None

X

8. Stairs
Good Fair Poor N/A None

X
Observations:
• The basement stairs are very steep.  This is considered a fall hazard.

9. Railings
Good Fair Poor N/A None

X X
Observations:
• Missing guardrails observed on the open side of the basement stairs. This
is a "Safety Concern". Although guardrails may not have been required when
the home was built, we recommend client consider installing guardrails as a
safety enhancement.
• The railing system on the one side of the basement stairs is in good
condition and functional.
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Safety concern:  no railing system on the one side of the basement stairs.
10. Slab Floor
Good Fair Poor N/A None

X
Observations:
• All concrete floor slabs experience some degree of cracking due to
shrinkage in the drying process.  In most instances floor coverings prevent
recognition of cracks or settlement in all but the most severe cases.  Where
carpeting and other floor coverings are installed, the materials and condition
of the flooring underneath cannot be determined.

11. Finished Floor
Good Fair Poor N/A None

X

12. Drainage
Good Fair Poor N/A None

X

13. Sump Pump
Good Fair Poor N/A None

14. Framing
Good Fair Poor N/A None

X
Observations:
• Appears Functional.

15. Subfloor
Good Fair Poor N/A None

X

16. Columns
Good Fair Poor N/A None

X
Observations:
• No deficiencies were observed at the visible portions of the structural
components of the home.
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17. Piers
Good Fair Poor N/A None

X X

18. Basement/Crawlspace Ductwork
Good Fair Poor N/A None

X X

19. Ceiling
Good Fair Poor N/A None

X
Materials: No finished ceiling in the basement.

20. Moisture Issues
Good Fair Poor N/A None

X
Observations:
• See photos for problem areas.
• At the time of the inspection the basement felt dry and did not have a
musty, wet smell.
• The basement was dry at the time of the inspection.  However, during
heavy rains or where the ground may become saturated with moisture this
could change.

Moisture in the corner Oil tank room:  observed water stains.  Dry at the
time of inspection
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Wine room:  water stains noted on the wall and
portion of the ceiling. On the other side of this wall
is the oil tank room where the other water stains

were noted

This is the roof over the oil tank room.

Moisture issue in the basement oil tank and wine
room. This is the corner where the oil tanks in the

basement are located.

Oil tank room:  water stains on the ceiling and
wood trim
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Some water stains noted near the bottom of the foundation wall.
21. Doors
Good Fair Poor N/A None

X X

22. Radon mitigation system
Good Fair Poor N/A None

X

23. Well pressure tank
Good Fair Poor N/A None

X
Observations:
• The wooden support platform the well pressure tank is sitting on has
significant amount of wood decay.  This is probably due to condensation
forming on the tank and dripping down to the wood platform.

Significant wood deterioration noted on the plywood that the well pressure tank is sitting on. Probably
caused from condensation over the years
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InterNACHI Standard Operating Procedures(SOP) Table of Contents     
1. Definitions and Scope.
2. Standards of Practice
2.1. Roof
2.2. Exterior
2.3. Basement, Foundation, Crawlspace &Structure
2.4. Heating
2.5. Cooling
2.6. Plumbing
2.7. Electrical
2.8. Fireplace
2.9. Attic &Insulation
2.10. Doors, Windows &Interior
3. Limitations, Exceptions &Exclusions
4. Glossary of Terms
 1. Definitions and Scope
1.1. A Home inspection is a non-invasive visual examination of a residential dwelling, performed for a
fee, which is designed to identify observed material defects within specific components of said
dwelling.  Components may include any combination of mechanical, structural, electrical, plumbing,
or other essential systems or portions of the home, as identified and agreed to by the Client and
Inspector, prior to the inspection process.
I. A home inspection is intended to assist in evaluation of the overall condition of the dwelling. The
inspection is based on observation of the visible and apparent condition of the structure and its
components on the date of the inspection and not the prediction of future conditions.
II. A home inspection will not reveal every concern that exists or ever could exist, but only those
material defects observed on the day of the inspection.
1.2. A Material defect is a condition with a residential real property or any portion of it that would
have a significant adverse impact on the value of the real property or that involves an unreasonable
risk to people on the property. The fact that a structural element, system or subsystem is near, at or
beyond the end of the normal useful life of such a structural element, system or subsystem is not by
itself a material defect.
1.3. An Inspection report shall describe and identify in written format the inspected systems,
structures, and components of the dwelling and shall identify material defects observed. Inspection
reports may contain recommendations regarding conditions reported or recommendations for
correction, monitoring or further evaluation by professionals, but this is not required.
 2. Standards of Practice
2.1. Roof
I. The inspector shall inspect from ground level or eaves:
A. The roof covering.
B. The gutters.
C. The downspouts.
D. The vents, flashings, skylights, chimney and other roof penetrations.
E. The general structure of the roof from the readily accessible panels, doors or stairs.
II. The inspector is not required to:
A. Walk on any roof surface.
B. Predict the service life expectancy.
C. Inspect underground downspout diverter drainage pipes.
D. Remove snow, ice, debris or other conditions that prohibit the observation of the roof surfaces.
E. Inspect antennae, lightning arresters, or similar attachments.
2.2. Exterior
I. The inspector shall inspect:
A. The siding, flashing and trim.
B. All exterior doors, decks, stoops, steps, stairs, porches, railings, eaves, soffits and fascias.
C. And report as in need of repair any spacings between intermediate balusters, spindles, or rails for
steps, stairways, balconies, and railings that permit the passage of an object greater than four inches
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in diameter.
D. A representative number of windows.
E. The vegetation, surface drainage and retaining walls when these are likely to adversely affect the
structure.
F. And describe the exterior wall covering.
II. The inspector is not required to:
A. Inspect or operate screens, storm windows, shutters, awnings, fences, outbuildings, or exterior
accent lighting.
B. Inspect items, including window and door flashings, which are not visible or readily accessible
from the ground.
C. Inspect geological, geotechnical, hydrological and/or soil conditions.
D. Inspect recreational facilities.
E. Inspect seawalls, break-walls and docks.
F. Inspect erosion control and earth stabilization measures.
G. Inspect for safety type glass.
H. Inspect underground utilities.
I. Inspect underground items.
J. Inspect wells or springs.
K. Inspect solar systems.
L. Inspect swimming pools or spas.
M. Inspect septic systems or cesspools.
N. Inspect playground equipment.
O. Inspect sprinkler systems.
P. Inspect drain fields or drywells.
Q. Determine the integrity of the thermal window seals or damaged glass.
2.3. Basement, Foundation &Crawlspace
I. The inspector shall inspect:
A. The basement.
B. The foundation
C. The crawlspace.
D. The visible structural components.
E. Any present conditions or clear indications of active water penetration observed by the inspector. 
F. And report any general indications of foundation movement that are observed by the inspector,
such as but not limited to sheetrock cracks, brick cracks, out-of-square door frames or floor slopes.
II. The inspector is not required to:
A. Enter any crawlspaces that are not readily accessible or where entry could cause damage or pose
a hazard to the inspector.
B. Move stored items or debris.
C. Operate sump pumps with inaccessible floats.
D. Identify size, spacing, span, location or determine adequacy of foundation bolting, bracing, joists,
joist spans or support systems.
E. Provide any engineering or architectural service.
F. Report on the adequacy of any structural system or component.

2.4. Heating
I. The inspector shall inspect:
A. The heating system and describe the energy source and heating method using normal operating
controls.
B. And report as in need of repair furnaces which do not operate.
C. And report if inspector deemed the furnace inaccessible.
II. The inspector is not required to:
A. Inspect or evaluate interiors of flues or chimneys, fire chambers, heat exchangers, humidifiers,
dehumidifiers, electronic air filters, solar heating systems or fuel tanks.
B. Inspect underground fuel tanks.
C. Determine the uniformity, temperature, flow, balance, distribution, size, capacity, BTU, or supply
adequacy of the heating system.
D. Light or ignite pilot flames.



  Distinguished Home Inspections, LLC 50 Compound Drive, Mountainview, PA

Page 57 of 65

E. Activate heating, heat pump systems, or other heating systems when ambient temperatures or
when other circumstances are not conducive to safe operation or may damage the equipment.
F. Override electronic thermostats.
G. Evaluate fuel quality.
H. Verify thermostat calibration, heat anticipation or automatic setbacks, timers, programs or clocks.
2.5. Cooling
I. The inspector shall inspect:
A. The central cooling equipment using normal operating controls.
II. The inspector is not required to:
A. Determine the uniformity, temperature, flow, balance, distribution, size, capacity, BTU, or supply
adequacy of the cooling system.
B. Inspect window units, through-wall units, or electronic air filters.
C. Operate equipment or systems if exterior temperature is below 60 degrees Fahrenheit or when
other circumstances are not conducive to safe operation or may damage the equipment.
D. Inspect or determine thermostat calibration, heat anticipation or automatic setbacks or clocks.
E. Examine electrical current, coolant fluids or gasses, or coolant leakage.
2.6. Plumbing
I. The inspector shall:
A. Verify the presence of and identify the location of the main water shutoff valve.
B. Inspect the water heating equipment, including combustion air, venting, connections, energy
sources, seismic bracing, and verify the presence or absence of temperature-pressure relief valves
and/or Watts 210 valves.
C. Flush toilets.
D. Run water in sinks, tubs, and showers.
E. Inspect the interior water supply including all fixtures and faucets.
F. Inspect the drain, waste and vent systems, including all fixtures.
G. Describe any visible fuel storage systems.
H. Inspect the drainage sump pumps testing sumps with accessible floats.
I. Inspect and describe the water supply, drain, waste and main fuel shut-off valves, as well as the
location of the water main and main fuel shut-off valves.
J. Inspect and determine if the water supply is public or private.
K. Inspect and report as in need of repair deficiencies in the water supply by viewing the functional
flow in two fixtures operated simultaneously.
L. Inspect and report as in need of repair deficiencies in installation and identification of hot and cold
faucets.
M. Inspect and report as in need of repair mechanical drain-stops that are missing or do not operate
if installed in sinks, lavatories and tubs.
N. Inspect and report as in need of repair commodes that have cracks in the ceramic material, are
improperly mounted on the floor, leak, or have tank components which do not operate.
II. The inspector is not required to:
A. Light or ignite pilot flames.
B. Determine the size, temperature, age, life expectancy or adequacy of the water heater.
C. Inspect interiors of flues or chimneys, water softening or filtering systems, well pumps or tanks,
safety or shut-of valves, floor drains, lawn sprinkler systems or fire sprinkler systems.
D. Determine the exact flow rate, volume, pressure, temperature, or adequacy of the water supply.
E. Determine the water quality or potability or the reliability of the water supply or source.
F. Open sealed plumbing access panels.
G. Inspect clothes washing machines or their connections.
H. Operate any main, branch or fixture valve.
I. Test shower pans, tub and shower surrounds or enclosures for leakage.
J. Evaluate the compliance with local or state conservation or energy standards, or the proper design
or sizing of any water, waste or venting components, fixtures or piping.
K. Determine the effectiveness of anti-siphon, back-flow prevention or drain-stop devices.
L. Determine whether there are sufficient clean-outs for effective cleaning of drains.
M. Evaluate gas, liquid propane or oil storage tanks.
N. Inspect any private sewage waste disposal system or component of.
O. Inspect water treatment systems or water filters.
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P. Inspect water storage tanks, pressure pumps or bladder tanks.
Q. Evaluate time to obtain hot water at fixtures, or perform testing of any kind to water heater
elements.
R. Evaluate or determine the adequacy of combustion air.
S. Test, operate, open or close safety controls, manual stop valves and/or temperature or pressure
relief valves.
T. Examine ancillary systems or components, such as, but not limited to, those relating to solar water
heating, hot water circulation.
U. Determine the existence or condition of polybutylene plumbing.
2.7. Electrical
I. The inspector shall inspect:
A. The service line.
B. The meter box.
C. The main disconnect.
D. And determine the rating of the service amperage.
E. Panels, breakers and fuses.
F. The service grounding and bonding.
H. A representative sampling of switches, receptacles, light fixtures, AFCI receptacles
I. And test all GFCI receptacles and GFCI circuit breakers observed and deemed to be GFCI's during
the inspection.
I. And report the presence of solid conductor aluminum branch circuit wiring if readily visible.
J. And report on any GFCI-tested receptacles in which power is not present, polarity is incorrect, the
receptacle is not grounded, is not secured to the wall, the cover is not in place, the ground fault
circuit interrupter devices are not properly installed or do not operate properly, or evidence of arcing
or excessive heat is present. 
K. The service entrance conductors and the condition of their sheathing.
L. The ground fault circuit interrupters observed and deemed to be GFCI's during the inspection with
a GFCI tester.
M. And describe the amperage rating of the service.
N. And report the absence of smoke detectors.
O. Service entrance cables and report as in need of repair deficiencies in the integrity of the
insulation, drip loop, or separation of conductors at weatherheads and clearances.
II. The inspector is not required to:
A. Insert any tool, probe or device into the main panel, sub-panels, downstream panels, or electrical
fixtures.
B. Operate electrical systems that are shut down.
C. Remove panel covers or dead front covers if not readily accessible.
D. Operate over current protection devices.
E. Operate non-accessible smoke detectors.
F. Measure or determine the amperage or voltage of the main service if not visibly labeled.
G. Inspect the alarm system and components.
H. Inspect the ancillary wiring or remote control devices.
I. Activate any electrical systems or branch circuits which are not energized.
J. Operate overload devices.
K. Inspect low voltage systems, electrical de-icing tapes, swimming pool wiring or any time-controlled
devices.
L. Verify the continuity of the connected service ground.
M. Inspect private or emergency electrical supply sources, including but not limited to generators,
windmills, photovoltaic solar collectors, or battery or electrical storage facility.
N. Inspect spark or lightning arrestors.
O. Conduct voltage drop calculations.
P. Determine the accuracy of breaker labeling.
2.8. Fireplace
I. The inspector shall inspect:
A. The fireplace, and open and close the damper door if readily accessible and operable.
B. Hearth extensions and other permanently installed components.
C. And report as in need of repair deficiencies in the lintel, hearth and material surrounding the
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fireplace, including clearance from combustible materials
II. The inspector is not required to:
A. Inspect the flue or vent system.
B. Inspect the interior of chimneys or flues, fire doors or screens, seals or gaskets, or mantels.
C. Determine the need for a chimney sweep.
D. Operate gas fireplace inserts.
E. Light pilot flames.
F. Determine the appropriateness of such installation.
G. Inspect automatic fuel feed devices.
H. Inspect combustion and/or make-up air devices.
I. Inspect heat distribution assists whether gravity controlled or fan assisted.
J. Ignite or extinguish fires.
K. Determine draft characteristics.
L. Move fireplace inserts, stoves, or firebox contents.
M. Determine adequacy of draft, perform a smoke test or dismantle or remove any component.
N. Perform an NFPA inspection.
2.9. Attic, Ventilation &Insulation
I. The inspector shall inspect:
A. The insulation in unfinished spaces.
B. The ventilation of attic spaces.
C. Mechanical ventilation systems.
D. And report on the general absence or lack of insulation.
II. The inspector is not required to:
A. Enter the attic or unfinished spaces that are not readily accessible or where entry could cause
damage or pose a safety hazard to the inspector in his or her opinion.
B. To move, touch, or disturb insulation.
C. To move, touch or disturb vapor retarders.
D. Break or otherwise damage the surface finish or weather seal on or around access panels and
covers.
E. Identify the composition of or the exact R-value of insulation material.
F. Activate thermostatically operated fans.
G. Determine the types of materials used in insulation/wrapping of pipes, ducts, jackets, boilers, and
wiring.
H. Determine adequacy of ventilation.
2.10. Doors, Windows &Interior
I. The inspector shall:
A. Open and close a representative number of doors and windows.
B. Inspect the walls, ceilings, steps, stairways, and railings.
C. Inspect garage doors and garage door openers by operating first by remote (if available) and then
by the installed automatic door control.
D. And report as in need of repair any installed electronic sensors that are not operable or not
installed at proper heights above the garage door.
E. And report as in need of repair any door locks or side ropes that have not been removed or
disabled when garage door opener is in use.
F. And report as in need of repair any windows that are obviously fogged or display other evidence of
broken seals.
II. The inspector is not required to:
A. Inspect paint, wallpaper, window treatments or finish treatments.
B. Inspect central vacuum systems.
C. Inspect safety glazing.
D. Inspect security systems or components.
E. Evaluate the fastening of countertops, cabinets, sink tops and fixtures, or firewall compromises.
F. Move furniture, stored items, or any coverings like carpets or rugs in order to inspect the
concealed floor structure.
G. Move drop ceiling tiles.
H. Inspect or move any household appliances..
I. Inspect or operate equipment housed in the garage except as otherwise noted.
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J. Verify or certify safe operation of any auto reverse or related safety function of a garage door.
K. Operate or evaluate security bar release and opening mechanisms, whether interior or exterior,
including compliance with local, state, or federal standards.
L. Operate any system, appliance or component that requires the use of special keys, codes,
combinations, or devices.
M. Operate or evaluate self-cleaning oven cycles, tilt guards/latches or signal lights.
N. Inspect microwave ovens or test leakage from microwave ovens.
O. Operate or examine any sauna, steam-jenny, kiln, toaster, ice-maker, coffee-maker, can-opener,
bread-warmer, blender, instant hot water dispenser, or other small, ancillary devices.
P. Inspect elevators.
Q. Inspect remote controls.
R. Inspect appliances.
S. Inspect items not permanently installed.
T. Examine or operate any above-ground, movable, freestanding, or otherwise non-permanently
installed pool/spa, recreational equipment or self-contained equipment.
U. Come into contact with any pool or spa water in order to determine the system structure or
components.
V. Determine the adequacy of spa jet water force or bubble effect.
W. Determine the structural integrity or leakage of a pool or spa.
 3. Limitations, Exceptions &Exclusions
3.1. Limitations:
I. An inspection is not technically exhaustive.
II. An inspection will not identify concealed or latent defects.
III. An inspection will not deal with aesthetic concerns or what could be deemed matters of taste,
cosmetic, etc.
IV. An inspection will not determine the suitability of the property for any use.
V. An inspection does not determine the market value of the property or its marketability.
VI. An inspection does not determine the advisability or inadvisability of the purchase of the
inspected property.
VII. An inspection does not determine the life expectancy of the property or any components or
systems therein.
VIII. An inspection does not include items not permanently installed.
IX. These Standards of Practice apply only to homes with four or fewer dwelling units.

3.2. Exclusions:
I. The inspectors are not required to determine:
A. Property boundary lines or encroachments.
B. The condition of any component or system that is not readily accessible.
C. The service life expectancy of any component or system.
D. The size, capacity, BTU, performance, or efficiency of any component or system.
E. The cause or reason of any condition.
F. The cause for the need of repair or replacement of any system or component.
G. Future conditions.
H. The compliance with codes or regulations.
I. The presence of evidence of rodents, animals or insects.
J. The presence of mold, mildew or fungus.
K. The presence of air-borne hazards.
L. The presence of birds.
M. The presence of other flora or fauna.
N. The air quality.
O. The existence of asbestos.
P. The existence of environmental hazards.
Q. The existence of electro-magnetic fields.
R. The presence of hazardous materials including, but not limited to, the presence of lead in paint.
S. Any hazardous waste conditions.
T. Any manufacturer recalls or conformance with manufacturer installation or any information
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included in the consumer protection bulletin.
U. Operating costs of systems.
V. Replacement or repair cost estimates.
W. The acoustical properties of any systems.
X. Estimates of how much it will cost to run any given system.
II. The inspectors are not required to operate:
A. Any system that is shut down.
B. Any system that does not function properly.
C. Or evaluate low voltage electrical systems such as, but not limited to:
1. Phone lines.
2. Cable lines.
3. Antennae.
4. Lights.
5. Remote controls.
D. Any system that does not turn on with the use of normal operating controls.
E. Any shut off valves or manual stop valves.
F. Any electrical disconnect or over current protection devices.
G. Any alarm systems.
H. Moisture meters, gas detectors or similar equipment.
III. The inspectors are not required to:
A. Move any personal items or other obstructions, such as, but not limited to:
1. Throw rugs.
2. Furniture.
3. Floor or wall coverings.
4. Ceiling tiles
5. Window coverings.
6. Equipment.
7. Plants.
8. Ice.
9. Debris.
10. Snow.
11. Water.
12. Dirt.
13. Foliage.
14. Pets
B. Dismantle, open, or uncover any system or component.
C. Enter or access any area which may, in the opinion of the inspector, to be unsafe or risk personal
safety.
D. Enter crawlspaces or other areas that are unsafe or not readily accessible.
E. Inspect underground items such as, but not limited to, underground storage tanks or other
indications of their presence, whether abandoned or actively used.
F. Do anything which, in the inspector's opinion, is likely to be unsafe or dangerous to the inspector
or others or damage property, such as, but not limited to, walking on roof surfaces, climbing ladders,
entering attic spaces or negotiating with dogs.
G. Inspect decorative items.
H. Inspect common elements or areas in multi-unit housing.
I. Inspect intercoms, speaker systems, radio-controlled, security devices or lawn irrigation systems.
J. Offer guarantees or warranties.
K. Offer or perform any engineering services.
L. Offer or perform any trade or professional service other than home inspection.
M. Research the history of the property, report on its potential for alteration, modification,
extendibility, or its suitability for a specific or proposed use for occupancy.
N. Determine the age of construction or installation of any system structure, or component of a
building, or differentiate between original construction or subsequent additions, improvements,
renovations or replacements thereto.
O. Determine the insurability of a property.
P. Perform or offer Phase 1 environmental audits.
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Q. Inspect on any system or component which is not included in these standards.
 4. Glossary of Terms
4.1. Accessible: Can be approached or entered by the inspector safely, without difficulty, fear or
danger.
4.2. Activate: To turn on, supply power, or enable systems, equipment, or devices to become active
by normal operating controls. Examples include turning on the gas or water supply valves to the
fixtures and appliances and activating electrical breakers or fuses.
4.3. Adversely Affect: Constitute, or potentially constitute, a negative or destructive impact.
4.4. Alarm System: Warning devices, installed or free-standing, including but not limited to: Carbon
monoxide detectors, flue gas and other spillage detectors, security equipment, ejector pumps and
smoke alarms.
4.5. Appliance: A household device operated by use of electricity or gas. Not included in this
definition are components covered under central heating, central cooling or plumbing.
4.6. Architectural Service: Any practice involving the art and science of building design for
construction of any structure or grouping of structures and the use of space within and surrounding
the structures or the design, design development, preparation of construction contract documents,
and administration of the construction contract.
4.7. Component: A permanently installed or attached fixture, element or part of a system.
4.8. Condition: The visible and conspicuous state of being of an object.
4.9. Crawlspace: The area within the confines of the foundation and between the ground and the
underside of the lowest floor structural component.
4.10. Decorative: Ornamental; not required for the operation of essential systems and components of
a home.
4.11. Describe: Report in writing a system or component by its type, or other observed
characteristics, to distinguish it from other components used for the same purpose.
4.12. Determine: To arrive at an opinion or conclusion pursuant to examination.
4.13. Dismantle: To open, take apart or remove any component, device or piece that would not
typically be opened, taken apart or removed by an ordinary occupant.
4.14. Engineering Service: Any professional service or creative work requiring engineering
education, training, and experience and the application of special knowledge of the mathematical,
physical and engineering sciences to such professional service or creative work as consultation,
investigation, evaluation, planning, design and supervision of construction for the purpose of
assuring compliance with the specifications and design, in conjunction with structures, buildings,
machines, equipment, works or processes.
4.15. Enter: To go into an area to observe visible components.
4.16. Evaluate: To assess the systems, structures or components of a dwelling.
4.17. Examine: To visually look. See Inspect.
4.18. Foundation: The base upon which the structure or wall rests; usually masonry, concrete, or
stone, and generally partially underground.
4.19. Function: The action for which an item, component, or system is specially fitted or used or for
which an item, component or system exists; to be in action or perform a task.
4.20. Functional: Performing, or able to perform, a function.
4.21. Home Inspection: The process by which an inspector visually examines the readily accessible
systems and components of a home and operates those systems and components utilizing these
Standards of Practice as a guideline.
4.22. Household Appliances: Kitchen and laundry appliances, room air conditioners, and similar
appliances.
4.23. Inspect: To visually look at readily accessible systems and components safely, using normal
operating controls and accessing readily accessible panels and areas in accordance with these
Standards of Practice.

4.24. Inspected Property: The readily accessible areas of the buildings, site, items, components, and
systems included in the inspection.
4.25. Inspector: One who performs a real estate inspection.
4.26. Installed: Attached or connected such that the installed item requires tool for removal.
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4.27. Material Defect: Refer to section 1.2.
4.28. Normal Operating Controls: Devices such as thermostats that would be operated by ordinary
occupants which require no specialized skill or knowledge.
4.29. Observe: To see through visually directed attention.
4.30. Operate: To cause systems to function or turn on with normal operating controls.
4.31. Readily Accessible: An item or component is readily accessible if, in the judgment of the
inspector, it is capable of being safely observed without movement of obstacles, detachment or
disengagement of connecting or securing devices, or other unsafe or difficult procedures to gain
access.
4.32. Recreational Facilities: Spas, saunas, steam baths, swimming pools, tennis courts, playground
equipment, and other exercise, entertainment or athletic facilities.
4.33. Report: A written communication (possibly including digital images) of any material defects
seen during the inspection.
4.34. Representative Number: A sufficient number to serve as a typical or characteristic example of
the item(s) inspected.
4.35. Safety Glazing: Tempered glass, laminated glass, or rigid plastic.
4.36. Shut Down: Turned off, unplugged, inactive, not in service, not operational, etc.
4.37. Structural Component: A component which supports non-variable forces or weights (dead
loads) and variable forces or weights (live loads).
4.38. System: An assembly of various components to function as a whole.
4.39. Technically Exhaustive: A comprehensive and detailed examination beyond the scope of a real
estate home inspection which would involve or include, but would not be limited to: dismantling,
specialized knowledge or training, special equipment, measurements, calculations, testing, research,
analysis or other means.
4.40. Unsafe: A condition in a readily accessible, installed system or component which is judged to
be a significant risk of personal injury during normal, day-to-day use. The risk may be due to
damage, deterioration, improper installation or a change in accepted residential construction
standards.
4.41. Verify: To confirm or substantiate.
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NACHI SOP 
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Residential Earthquake Hazards Report
Yes No N/A Don't

Know

1. Is the water heater braced, strapped, or anchored to resist falling during an
earthquake?

Yes No N/A Don't
Know

2. Is the house anchored or bolted to the foundation?

Yes No N/A Don't
Know 3. If the house has cripple walls:

     a. Are the exterior cripple walls braced?

Yes No N/A Don't
Know

      b. If the exterior foundation consists of unconnected concrete piers and
posts, have they been strengthened?

Yes No N/A Don't
Know

4. If the exterior foundation, or part of it, is made of unreinforced masonry, has
it been strengthened?

Yes No N/A Don't
Know 5. If the house is built on a hillside:

     a. Are the exterior tall foundation walls braced?

Yes No N/A Don't
Know

     b. Were the tall posts or columns either built to resist earthquakes or have
they been strengthened?

Yes No N/A Don't
Know

6. If the exterior walls of the house, or part of them, are made of unreinforced
masonry, have they been strengthened?

Yes No N/A Don't
Know

7. If the house has a living area over the garage, was the wall around the
garage dooropening either built to resist earthquakes or has it been
strengthened?

Yes No Don't
Know

8. Is the house outside an Alquist-Priolo Earthquake Fault Zone (zones
immediately surrounding known earthquake faults)?

Yes No Don't
Know

9. Is the house outside a Seismic Hazard Zone (zone identified as susceptible
to liquefication or landsliding)?

EXECUTED BY:

___________________________       ___________________________        __________
(Seller)                                                  (Seller)                                                  Date

I acknowledge receipt of this form, completed and signed by the seller. I understand that if the seller has answered “No”
to one or more questions, or if seller has indicated a lack of knowledge, there may be one or more earthquake
weaknesses in this house.

___________________________       ___________________________        __________
(Buyer)                                                  (Buyer)                                                  Date
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